Digital Golf Caddy 
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Thank you for buying a 
RadioShack Digital Golf Caddy. 
Your caddy measures the 
current wind intensity and 
direction, suggests an 
adjustment to the direction in 
which you normally hit the ball 
to compensate for the 
measured wind conditions, and 
even helps you choose the right 
club for the wind conditions! 
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! IMPORTANT ! 

If an icon appears at 
the end of a paragraph, 
go to the box on that 
page with the 
corresponding icon for 
pertinent information. 
A — Warning 
! — Important 
— Caution 
— Hint 
^ — Note 


! IMPORTANT ! 

The caddy still uses 
battery power even 
when the display 
turns off. Always set 
ON/OFF to OFF when 
you are finished 
using the caddy. 


Wind Direction Icons -indicate 
the directien ef the wind. 

Swing Angle Icons - to help 
compensate for the measured 
wind intensity and direction, 
indicate an angle by which you 
could adjust your swing. 

Club Size Icons - to compen- 
sate for the measured wind in- 
tensity and direction, indicate 
the amount you could change 
your club size. 

Data Hold Icon - shows that 
the last measurement you made 
is held by the caddy In its 
memory. 

Battery Low Icon - shows 
when it is time to replace the 
battery. 

Auto Power Save - to extend 
battery life, the caddy turns off 
the display after about 2 
minutes.! 




INSTALLING THE 
BATTERY 

Your caddy comes with a 6-volt 
4LR44 battery for power. 

Follow these steps to install the 
battery. 

1. Slide ON/OFF on the side of 
the caddy to OFF. 


2. Slide the battery 
compartment cover in the 
direction of the arrow to 
remove it. 

3. Place the battery in the 
compartment and on top of 
the attached ribbon, as 
indicated by the polarity 
symbols (-r and -) marked 
inside. 

4. Replace the cover. 

When CZ5 flashes or the caddy 
stops operating properly, 
replace the battery./j\ <Sl 


A WARNING A 

Dispose of old 
batteries promptly 
and properly. Do not 
burn or bury them. 


d CAUTION d 

If you do not plan to 
use the caddy for a 
month or more, 
remove the battery. 
Batteries can leak 
chemicals that can 
destroy electronic 
parts. 
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A Quick Look at Your Caddy 


A QUICK LOOK AT YOUR 
CADDY 
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How Your Caddy 
Works 

Your caddy measures the 
current wind intensity and 
direction, then displays icons 
that show the current wind 
direction and suggest any 
change to the direction you 
normally shoot and to the size 
of the club you normally use to 
compensate for the wind. 

Wind Direction 

Your caddy has 12 wind 
direction icons. They shew the 
direction from which the wind is 
currently blowing. For example, 
the topmost wind direction icon 
darkens when the wind is 
blowing directly Into your face: 
Wind Direction 

Wind 
Direction 
icon 



O' note O' 

Measurements you 
take using your caddy 
are accurate only if 
the wind is blowing at 
least 4.5 MPH and 
less than 20 MPH, 
and is not variable 
and gusty. 

If the wind speed is 
below 4.5 MPH, the 
caddy measures the 
wind for about 1 
minute. Then, all the 
wind direction icons 
flash and all swing 
angle and club size 
icons appear for 
about 10 seconds. 
Then the wind 
direction icons turn off 
and the default 
display appears. 
(continued) 
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A Quick Look at Your Caddy 


NOTES 

(continued) 

If the wind speed is 20 
MPH or above, both 
the swing angle and 
club size measure- 
ments appear at their 
maximum values. 

If the wind speed is 
variable and gusty, 
the caddy measures 
the wind for about 1 
minute. Ail the wind 
direction icons flash 
and all swing angle 
and club size icons 
appear for about 1 0 
seconds. Then the 
wind direction icons 
turn off and the 
default display 
appears. 


Swing Angle 

Your caddy has 5 swing angle 
icons. To compensate for the 
wind, they suggest any change 
in the direction you normaliy 
shoot. 

You might see any of the 
foiiowing, depending on the 
intensity and direction of the 
wind. 


Crosswind 

Indicator 

(MPH) 

You See 

0-5, 

any direction 

VVli/ 

5-15, 

from left to right 


5-15, 

from right to left 

\Uiy 

15 or above, 
from left to right 

\Wi/ 

15 or above, 
from right to left 

Wits 
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Club Size 

Your caddy has 5 club size 
adjustment icons. Much like an 
odometer in appearance, these 
icons show how much you 
could increase or decrease the 
size of the club you are using to 
compensate for the wind. ! 

You might see any of the 
following, based on the 
direction and intensity of the 
wind.V 


Head/ 

Tail 

Wind 

You 

See 

The Caddy 
Suggests 

Head 

wind, 

0-8 

MPH 

tl2FllT!in2lJ 

V HOLD y 

Use club 
length you 
normally 
use for 
this shot. 


Head 

wind, 

8-13 

MPH 

tl2mofl2U 

'^HOLD y 

Increase 
club length 
by 1 for 
this shot. 



! IMPORTANT ! 

Don’t forget that the 
lower a golf club’s 
number, the longer 
its shaft and more 
powerful it is. For 
example, a 3 iron has 
a longer shaft and 
will drive a ball 
farther than a 5 iron. 


^ EXAMPLES ^ 

• If tonfl appears 
and you would 
normally use a 

7 iron for the shot 
on a calm day, 
add two club 
lengths and use 
a 5 iron instead. 

• If Ebo^ appears 
and you would 
normally use a 
5 iron for the 
shot on a calm 
day, subtract 
one club length 
and use a 6 iron 
instead. 
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A Quick Look at Your Caddy 


Head/ 

Tail 

Wind 

You 

See 

The Caddy 
Suggests 

Head 
wind, 
13MPH 
or above 

blafiMiB j 

\HOLD y 

Increase 
club length 
by 2 for 
this shot. 

Tail 

wind, 

0-8 

MPH 

b 2 [TB1 1 2. <■) 

V HOLD y 

Use club 
length you 
normally 
use for 
this shot. 

Tail 

wind, 

8-13 

MPH 

\HOLD / 

Decrease 
club length 
by 1 for 
this shot. 

Tail 
wind, 
13 MPH 
or above 

twnoHTal-j 

\HOLD y 

Decrease 
club length 
by 2 for 
this shot. 
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OPERATION 


1 . Slide ON/OFF to ON to turn 
on the caddy. 

2. Hold the caddy straight up 
and down so you can see 
the display and the arrow 
on top of the caddy points 
toward the pin. Then lift the 
caddy above your head 
and hold it steady. 


3. While holding up the 
caddy, press the button 
below the display. The 
caddy measures the 
current wind conditions 
and the 12 wind 
direction indicators 
darken one by 
one in a 
clockwise 
direction. 

Then, after 
about 2 seconds, 
one of the wind direction 
indicators darkens to show 
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NOTE vV 

• If you hold down 
the button below 
the display for 
less than f 
minute, the 
caddy repeatedly 
measures the 
wind conditions 
and updates the 
display about 
once every 4 
seconds. 

• If you hold down 
the button below 
the display for 
more than f min- 
ute, the caddy 
stops taking 
measurements, 
and the last 
measurement 
taken by the 
caddy appears. 
(continued) 


the current wind direction, 
and the appropriate swing 
angie icon and dub size 
icons (if any) darken. HOLD 
appears on the dispiay to 
show that the caddy has 
finished its measurement. 

4. When you finish using the 
caddy, siide ON/OFF to 
OFF. 

Using Power Save 

if you do not press the button 
beiow the dispiay within 2 
minutes after you turn on the 
caddy, or if you hoid down the 
button for 3 minutes, the caddy 
automaticaliy enters its power 
save mode and the dispiay 
turns off. 

if the dispiay is off and ON/OFF 
is set to ON, press the button 
beiow the dispiay to turn on the 
caddy again. The dispiay turns 
on and the caddy takes a 
measurement. ! 



CARE 

Keep the caddy dry; if it gets 
wet, wipe it dry immediateiy. 
Use and store the caddy oniy in 
normai temperature 
environments. Handie the 
caddy carefuily; do not drop it. 
Keep the caddy away from dust 
and dirt, and wipe it with a 
damp cioth occasionaliy to 
keep it iooking new. 

SERVICE AND 
REPAIR 

if your caddy is not performing 
as it shouid, take it to your iocai 
RadioShack store for 
assistance. Modifying or 
tampering with the caddy's 
internai components can cause 
a maifunction and might 
invaiidate its warranty. 


O' note O' 

(continued) 

• When you 
release the 
button below the 
display, HOLD 
appears and the 
caddy saves the 
last measure- 
ment you took. 

• If you release 
and then press 
the button below 
the display 
again, before the 
caddy finishes a 
measurement, 
the caddy starts 
a new measure- 
ment and dis- 
plays the results 
of that measure- 
ment in about 2 
seconds. 
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Care 






